
NATURAL WHITE: BL-NEON-102-NW RED: BL-NEON-102-RED

WARM WHITE: BL-NEON-102-WW BLUE: BL-NEON-102-BLU

YELLOW: BL-NEON-102-YEL GREEN: BL-NEON-102-GRE

AMBER: BL-NEON-102-AMB RGB: BL-NEON-102-RGB

CONNECTION PACK: BL-NEON-102-CON

ALUMINIUM PROFILE 2 METRES: BL-NEON-102-EXT

MINI CHANNEL BAG OF 100: BL-NEON-102-MC

	 Power supply

	 Connection Kit

	 Extrusion
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LED Neon Flex

LED NEON FLEX  
Signage Series
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ACCESSORIES

(selection only, see website for more options)

POWER SUPPLY EXTRUSION
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2 YEAR WARRANTY

SPECIFICATION

BRIGHTLIGHT CODE

IP RATING: �,�3�������2�X�W�G�R�R�U���8�V�H

COLOURS: White, Blue, Red, Yellow, Amber, Green, RGB 

DIMENSIONS (MM): �+�����������[���:��������

VOLTAGE: �������9�R�O�W���'�&

POWER CONSUMPTION: White:                       4.8 Watt / 200mA per metre   
Red, Green, Blue:    3.94 Watt / 165mA per metre    
Amber, Yellow:         3.15 Watt / 165mA per metre    
RGB:                        16 Watt / 165mA per metre      

BEAM ANGLE: 110°

OPERATING TEMP: -20° ~ +60°C

LIGHT SOURCE: LED

LED SOURCE LIFE: Up to 50,000 hours

HOUSING: �3�9�&

CUTTING LENGTH White, Blue, Green, RGB:    76.2mm 
Red, Yellow, Amber:             101.6mm

MAX RUN PER POWER FEED: 13 Metres

Actual product characteristics may vary. Brightlight reserves the right to improve, modify or update the product designs without prior notice.


